
USER MANUAL
Description of Utility Keys

D200 Series  

Before using this Product, please read the 
USER MANUAL carefully and keep it for 
your reference.



         

 	Plug the power cord into the wall socket directly. Do not use a extension cord.

 	 If the power cable or plug is worn out or damaged, pull the power plug out. 

 	Do not remove the cover or bolt except specified on this USER MANUAL to prevent

	 from being exposed to electric shock or laser radiation (if a laser application is used).

 	Under the following conditions, turn the power switch to ON position and then pull the

	 power plug out:		     	

	 - Something is spilled on the Machine; 

  	 - Service or repair request for the Machine is under consideration; or

  	 - The cover for the Machine is damaged.

 	For the Machine with toner, do not burn the spilled toner or waste toner.  

	 If toner particles are exposed to flames, it may ignite.  

 	 For discarding the Machine, use our designated shops or proper pickup places. 

 	 If not used in long time or when the business is closed at quitting time, turn the power

	 switch to OFF position. Otherwise, it may be a cause of flash fire.

 	Protect the Machine against moist or wet place with rain or snow. 

 	Before moving the Machine, pull the power cord out of the wall socket. 

	 Pay attention to the power cord not to be damaged while moving the Machine.

 	When pull the power cord out of the wall, do not pull the cable but give a pull to the plug.

 	Do not drop clip, staple, or small-sized metal object into the Machine inside.

 	When controlling the Machine Inside for the purpose of removing paper jam or cleaning

	 the Machine inside cleaning, pay attention to negligent accident.

 	 For the Machine with toner, keep the toner and toner bottle out of the reach of children.

 	Do not discard the Machine or the consumables in the household waste disposal site. 

	 In discarding the Machine, make use of our designated shops or proper pickup places.

 	 The Machine inside may be very hot. Never touch the component with “CAUTION: High 

	 Temperature” or around. If not, it may cause a burn.  

	 Our Product conforms to the standard of high quality and performance.

 	We recommend you to use honest components available for buying from our designated

	 shops. 

USERS MUST KEEP THE FOLLOWINGS WHEN USING THE MACHINE: 

Guidelines for Safe Use 

WARNING : Negligence of the instructions may cause death or serious injury:

CAUTION : Negligence of the instructions may cause slight injury or loss of  

	       property. 



                  

Thank you very much for your buying the SINDOH’s Product.   

This USER MANUAL specifies the right way to use the Machine and simple repairing in 

detail to maintain it in optimal state at all times and to contribute to your company’s office

rationalization and efficiency.

Please read the USER MANUAL carefully and keep it close at head, before using this 

product. Before using the Machine, read the Guidelines for Safety Use to use the Machine

sefely and correctly.

Before Using the Product

Prohibition and Restriction of Reproduction

1.	 The content of this USER MANUAL is subject to change without prior notice. 

	 We disclaim all responsibility for any direct/indirect loss due to your handling this 

	 machine or the operation results or for any damage caused by misuse. 

2.	 Copying or printing paper money in circulation, banknote, revenue stamp, bond, stock,

	 bank bill, check, passport, or driver’s license is forbidden by the laws.

3.	 The works such as copyright book, music, picture, map, drawing, or photograph can be 

	 used by copying it for personal or family use or within the corresponding scope, but 

	 other uses are forbidden by the laws. 

4.	 The above contents in this paragraph are part of legislation and they are not the 

	 reprinting from the legislation. We disclaim all the responsibility for the accuracy or 	

	 integrity. For the legality of a copy or print, we suggest you get legal advice.
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1. Displaying [UTILITY]

Press the Utility key.

	 Note

		  -	Another way to display utility is to press the ▲ key / ▼ key  and select [UTILITY].

[UTILITY] allows you to configure settings of this machine.

Settings Description

[Accessibility] Configure settings to display the Message Window or adjust 

operation sounds. 

For details, refer to P. 2-2.

[Paper Settings] Configure the paper settings for each tray. 

For details, refer to P. 3-2.

[User Settings] Select this button to enable users to change settings.

You can change the defaults or screen displays of the copy, 

scan/fax, or print function in a user-friendly manner to suit your 

requirements. 

For details, refer to P. 4-2.

[Remaining Supply] Select this button to check this machine’s status of consumables 

(consumption level).
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Configuring Settings of This Machine

1
Settings Description

[Admin Settings] This button displays items that can only be changed by the administrator.

To configure settings, you need to enter the administrator password for 

this machine.

You can specify the initial copy, print, or fax operations, power saving 

function, and network function to suit your requirements. Also, you can 

manage the use status of this machine or inhibit an information leakage 

by specifying the authentication or security function.

For details, refer to P. 5-2.

	 Reference

		  -	For details of the fax function, refer to [User’s Guide Fax Operations] included in the 

			   optional Mount Kit D200FKTM.
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2. Displaying [Admin Settings]

To display administrator settings, you need to enter the administrator password for this machine.

1 Press the Utility key.

2 Press the ▲ key / ▼ key to select [Admin Settings], and press the Select key.

3 Enter the administrator password for this machine.

	 “12345678” is specified by default.

		    The [Admin Settings] screen appears. The available setting items are as follows.

Settings Description

[System Settings] Configure the operating environment of this machine such as the 

date and time of this machine, power saving function, functional 

operations, and screen displays.

For details, refer to P. 5-2.

[Admin/Mach Setgs] Register information on the administrator and this machine. 

For details, refer to P. 5-6.

[Address Reg List] Print a destination list.

For details, refer to P. 5-7.

[User Auth/Acct Trk] Configure settings such as user's counters when User Authentication/

AccountTrack is enabled.

For details, refer to P. 5-9.

[ETHERNET] Configure the network function such as setting up TCP/IP and 

configuring your environment for Scan TX.

For details, refer to P. 5-10.

[Printer Settings] Configure print settings.

For details, refer to P. 5-14.

[Security Settings] Configure the security settings of this machine, such as password 

setting and data management setting. 

For details, refer to P. 5-15.
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[KeyRepeat/Interval]

To display : Utility key - [Accessibility] - [KeyRepeat/Interval]

Pressing a key enters one character, and holding down a key starts entering successive characters. 

This is referred to as a key repeat.

If necessary, change the time from pressing a key to starting a key repeat, and the interval to enter 

successive characters.

Settings Description

[Time to Start] Change the time to start entering successive characters when 

holding down a key.

[0.8 seconds] is specified by default.

[Interval] Change the interval to hold down a key and enter successive 

characters. 

[0.3 seconds] is specified by default.

[Sound Settings]

To display : Utility key - [Accessibility] - [Sound Settings]

Select whether or not to output keying or warning sounds. If necessary, adjust the volume.

Settings Description

[Operation Confirm] Select whether or not to output the following operation 

confirmation sounds.

To output sounds, adjust the volume at three levels.

[Input Confirmation] : A sound produced when a key is tapped 

     to enter a character.

[Invalid Sound] : A sound produced when a tapped key is invalid.

[Basic Sound] : A sound produced when the default value item 

     is selected for an option subject to rotational switching.

[ON] or [Medium] is specified by default in every case.

[SuccessCompletion] Select whether or not to output the following successful 

completion sounds.

To output sounds, adjust the volume at three levels.

[Operation Complete] : A sound produced when an operation 

     has ended normally.

[TX Complete] : A sound produced when a communication has 

     ended normally.

[ON] or [Medium] is specified by default in every case.
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[Accessibility]

Settings Description

[Completed Prep] Select whether or not to output the completed preparation sound 

when this machine is placed into the ready state. To output 

sounds, adjust the volume at three levels.

[ON] or [Medium] is specified by default.

[Caution Sound] Select whether or not to output the following caution sounds. To 

output sounds, adjust the volume at three levels.

[LowCaution (Level 1)] : A sound produced when a message 

     appears on the Message Window indicating that the 

     replacement time is nearing for consumables or 

     replacement parts.

[LowCaution (Level 2)] : A sound produced when the user has 

     made a mistake while operating this machine.

[LowCaution (Level 3)] : A sound produced when an error,   

     which can be dealt with by referring to messages or manuals, 

     has occurred.

[Severe Caution Snd] : A sound produced when this machine 

     detects an error that will require checking by a service 

     representative.

[ON] or [Medium] is specified by default in every case.

[LCD CONTRAST]

To display : Utility key - [Accessibility] - [LCD CONTRAST] 

Adjust the brightness level of the Message Window.

[0] is specified by default.
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[MANUAL]

To display : Utility key - [Paper Settings] - [MANUAL]

Specify the size and type of the paper loaded in Manual Feed Tray.

Settings Description

[PAPER TYPE] Select the type of the paper loaded in the tray.

[PAPER SIZE] When loading a standard size paper, select the paper size.

[Custom] Enter the width and length of paper when using custom size paper.

[TRAY1]

To display : Utility key - [Paper Settings] - [TRAY1] 

Specify the type of the paper loaded in Tray 1.

Settings Description

[PAPER TYPE] Select the type of the paper loaded in the tray.

[TRAY2]

To display : Utility key - [Paper Settings] - [TRAY2] 

Specify the type of the paper loaded in Tray 2.

Settings Description

[PAPER TYPE] Select the type of the paper loaded in the tray.
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1. 	[System Settings]

[Language Selection]

To display : Utility key - [User Settings] - [System Settings] - [Language Selection] 

Select a language to display information on the Message Window.

The default value depends on the region the machine is used in.

[UNIT OF MEASURE]

To display : Utility key - [User Settings] - [System Settings] - [UNIT OF MEASURE]

Select a measurement unit for numeric values displayed on the Message Window from [mm] and 

[Inch]. The default value depends on the region the machine is used in.

[PAPER SOURCE]

To display : Utility key - [User Settings] - [System Settings] - [PAPER SOURCE] 

Specify the settings related to selection and switching of paper trays.

Settings Description

[Auto Tray Select] When you have selected [AUTO] in [Paper], select target paper trays 

for auto tray selection. The machine selects the tray loaded with 

optimal paper among the trays set to [ON].

[TRAY1] / [TRAY2]: [ON] is specified by default. 

[MANUAL]: [OFF] is specified by default.

[Auto Paper Select] Specify whether or not to automatically select the tray with [User Paper 1] 

or [User Paper 2] loaded when [AUTO] is selected for [Paper].

[OFF] is specified by default in every case.

[Auto Tray Switch] When the paper tray has become empty during printing, select 

whether or not to enable automatic switching to a paper tray that 

contains paper of the same size, same orientation, and same type 

(ATS: Auto Tray Switch).

However, ATS is available for the paper tray that is selected in [Auto 

Tray Select].

[OFF] is specified by default.

[Print Lists] Select a paper tray to print out various lists such as the counter list. 

[TRAY1] is specified by default.
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[User Settings]

Settings Description

[DEFAULT TRAY] Select a tray to be used with top priority. If paper of the same size is 

loaded in multiple trays, paper is fed from the tray with top priority.

[TRAY1] is specified by default.

[Auto CLR Level Adj]

To display : Utility key - [User Settings] - [System Settings] - [Auto CLR Level Adj]

When setting the color mode to [Auto CLR] to scan an original, adjust the standard to judge whether 

the original is in color or black and white. The standard can be adjusted at five levels.

[2] is specified by default.



[User Settings]
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2. [Copier Settings]

[Auto Zoom Combine]

To display : Utility key - [User Settings] - [Copier Settings] - [Auto Zoom Combine]

Select whether or not to adjust the image automatically to optimal zoom ratio when you specify 

[Combine] and select [AUTO] for [Paper].

[Auto Display Zoom]: Automatically adjusts to the optimal zoom ratio.

[OFF]: Select this option to specify the zoom ratio manually. [Auto Display Zoom] is specified 

	 by default.

[Def. Copy Settings]

To display : Utility key - [User Settings] - [Copier Settings] - [Def. Copy Settings]

Change the default settings (settings when the power is turned on, or the Reset key is pressed) 

in copy mode. You can change the setting by selecting [Current Setting] after the setting in copy 

mode is changed. [Factory Default] is specified by default.
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[User Settings]

3. 	[Scan/Fax Settings]

[JPEG Compression]

To display : Utility key - [User Settings] - [Scan/Fax Settings] - [JPEG Compression]

Select the default compression method for color fax from [High Quality], [Standard] and [High 

Compression]. Data size is the largest in [High Quality] and the lowest in [High Compression].

[Standard] is specified by default.

	 Note

		  -	 A fax cannot be sent in color using the fax function.

[Bk Compression Lvl]

To display : Utility key - [User Settings] - [Scan/Fax Settings] - [Bk Compression Lvl] 

Select the default compression method for black-and-white fax from [MH] and [MMR]. [MMR] is 

specified by default.

[Def. Scan Settings]

To display : Utility key - [User Settings] - [Scan/Fax Settings] - [Def. Scan Settings]

Change the default settings (settings when the power is turned on, and the Reset key is pressed) 

in Scan mode.

You can change the setting by selecting [Current Setting] after settings in Scan mode have been 

changed. [Factory Default] is specified by default.
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4. 	[Printer Settings]

[DEF. EMULATION]

To display : Utility key - [User Settings] - [Printer Settings] - [DEF. EMULATION]

Select the Page Description Language. When you select [Auto], this machine automatically switches 

between PCL and PS.

[Auto] is specified by default.

[PS Setting]

To display : Utility key - [User Settings] - [Printer Settings] - [PS Setting] Configure the PS print 

settings.

Settings Description

[PS ERROR PAGE] Specify whether or not to print error information when an error occurs 

during PS rasterization.

[OFF] is specified by default.

[ICC Profile] Specify the default profile setting to be displayed in the printer driver.

[Photo-RGB Color] : Select the default setting for RGB color for   

     photo-graphs. [sRGB] is specified by default.

[Photo-Out Profile]: Select the default setting for output profile 

     for photo-graphs. [Auto] is specified by default.

[Text-RGB Color] : Select the default setting for RGB color for 

     text. [sRGB] is specified by default.

[Text-Out Profile] : Select the default setting for output profile 

     for text. [Auto] is specified by default.

[Graph-RGB Color]: Select the default setting for RGB color for 

     figures, tables, and graphs. [sRGB] is specified by default.

[Graph-Out Profile]: Select the default setting for output profile 

     for figures, tables, and graphs. [Auto] is specified by default.

[Simulation Profile]: Select the default setting for simulation profile.
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[User Settings]

[PCL Settings]

To display : Utility key - [User Settings] - [Printer Settings] - [PCL Settings] 

Configure the PCL print settings.

Settings Description

[CR/LF MAPPING] Select whether or not to replace the line feed codes when printing 

text data. When you want to replace the line feed codes, select the 

replacement method. [CR=CR LF=LF] is specified by default.

[LINES PER PAGE] Enter the number of lines of text data to be printed on one page. The 

default value depends on the region the machine is used in.

[FONT SOURCE] Configure font settings for PCL.

[FONT NUMBER]: Specify the default font. The displayed font

     number corresponds to the PCL font list. [0] is specified by 

     default.

[PITCH SIZE]: Specify the font pitch size. [10.00 pitch] is 

     specified by default.

[SYMBOL SET]: Select the font symbol set to be used. [PC8] is 

     specified by default.

[XPS]

To display : Utility key - [User Settings] - [Printer Settings] - [XPS]

Specify whether or not to verify a digital signature when directly printing an XPS or OOXML  

(docx, xlsx, or pptx) file.

Settings Description

[DIGITAL SGN.] Select whether or not to verify a digital signature when printing an 

XPS or OO-XML (docx, xlsx, or pptx) file with a digital signature 

added. When [ON] is selected, the data is not printed if the signature 

is invalid.

[OFF] is specified by default.
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[PAPER MENU]

To display : Utility key - [User Settings] - [Printer Settings] - [PAPER MENU]

Configure the paper and paper tray settings used for printing, and the setting on printing condition 

if no setting is specified by the printer driver.

Settings Description

[DEFAULT TRAY] Select a paper tray you want to use preferentially. 

[TRAY1] is specified by default.

[PAPER SIZE] Select the size of paper for printing.

The default values vary depending on the country you are in.

[DUPLEX] Select whether or not to enable 2-sided printing. 

[OFF] is specified by default.

[COPIES] Enter the number of copies to be printed. 

[1] is specified by default.

[BINDING] Select the binding position for 2-sided printing. 

[Left Bind] is selected by default.

[ORIENTATION] Select the orientation of the image to be printed. 

[PORTRAIT] is specified by default.

[Minimal Print] Select whether or not to slightly reduce the full page size when 

directly printing a PDF, PPML, or OOXML (docx, xlsx, or pptx) file.

This function is available when printing the entire original image, 

including its edges.

[OFF] is specified by default.

[TIFF Paper Setting] Specify the method for determining the paper to be used when a 

TIFF, JPEG, or PDF file is directly printed.

[Auto Paper Select] : Prints on paper that matches the image size.

[Priority Paper Size] : Prints on the primary paper size.  

[Priority Paper Size] is specified by default.

[OOXML Print Set]

To display : Utility key - [User Settings] - [Printer Settings] - [OOXML Print Set]

Configure the default print settings when directly printing of OOXML (docx, xlsx, pptx) files is carried out.
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Settings Description

[OOXML Print Mode] Select whether to give priority to either the image quality or speed 

when directly printing of an OOXML (docx, xlsx, or pptx) file is 

carried out.

[Speed Mode] is specified by default.

[Sheet/Book Print] Select whether to print the currently selected sheet or the entire book 

when handling an Excel file.

The [Current Sheet] is specified by default.

[PAPER SIZE] Select a paper size to print an OOXML (docx, xlsx, or pptx) file. 

[AUTO] is specified by default.

[PAPER TYPE] Select a paper type to print an OOXML (docx, xlsx, or pptx) file. 

[AUTO] is specified by default.

	 Note

		  -	 To use this function, contact your service representative.

[Layout-Combination]

To display : Utility key - [User Settings] - [Printer Settings] - [Layout-Combination] 

Configure the default combination settings for direct printing.

Settings Description

[ENABLE] Select whether or not to reduce and print multiple pages on the same 

side of a single sheet of paper.

[OFF] is specified by default.

[Line] Enter a number of pages to be placed in a horizontal orientation. 

[1] is specified by default.

[Column] Enter a number of pages to be placed in a vertical orientation. 

[1] is specified by default.

[Aggr. Order] Select a method to arrange pages. 

[Horizontal] is specified by default.

[Aggr. Direction] Select a direction of page layout.

[Top L to Bottom R] is specified by default.
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Settings Description

[Layout Settings] Set the layout in details.

[Pg Space - Line] : Set a page space in the row direction. 

     [0] is specified by default.

[Pg Space - Column] : Set a page space in the column direction. 

     [0] is specified by default.

[Pg Margin - Top] : Set a margin at the top of a page. 

     [0] is specified by default.

[Pg Margin - Bottom]: Set a margin at the bottom of a page. 

     [0] is specified by default.

[Pg Margin - Left]: Set a margin at the left of a page. 

     [0] is specified by default.

[Pg Margin - Right]: Set a margin at the right of a page. 

     [0] is specified by default.

[Pg Magnification]: Select whether to set the zoom ratio 

     automatically or arbitrarily. [AUTO] is specified by default.

[Pg Frame]: Select to print a border line between pages. 

     [OFF] is specified by default.
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1. [System Settings]

[Pwr Sup/Pwr Sav]

To display : Utility key - [Admin Settings] - [System Settings] - [Pwr Sup/Pwr Sav]

Configure the settings on how to use the Power key and the machine action in Power Save mode.

Settings Description

[ENERGY SAVER] Change the time period from when an operation has been 

completed on the machine until when it automatically enters Sleep 

mode.

Sleep mode provides a greater power saving effect than Low Power 

mode. However, the time required to return to Normal mode is 

longer than the time required to recover from Low Power mode.

The default value depends on the region the machine is used in.

[Time Setting]

[Enter Pwr Save Md] When this machine receives a print job from a fax machine or 

computer in Power Save mode, select the timing to switch to Power 

Save mode after the print job has completed.

• �[STANDARD] : Switches to Power Save mode based on the time 

specified in [Low Power Setting] or [ENERGY SAVER].

• �[Immediately] : Switches to Power Save mode immediately after a 

print job has ended.

[Immediately] is specified by default.

[Low Power Setting] Change the time period from when an operation has been 

completed on the machine until when it automatically enters Low 

Power mode.

In Low Power mode, the display of the Message Window is turned 

off to reduce power consumption.

The default value depends on the region the machine is used in.

[Power Save Settings] Select the type of power saving mode when pressing the Power key 

on the Control Panel.

• �[Low Power] : Switches to Low Power mode. Turns off the 

Message Window display to reduce power consumption.

• �[Sleep] : Switches to Sleep mode. Sleep mode provides a greater 

power saving effect than Low Power mode. However, the time 

required to return to Normal mode is longer than the time required 

to recover from Low Power mode.

[Low Power] is specified by default.

[Clock]

To display : Utility key - [Admin Settings] - [System Settings] - [CLOCK] 

Specify the machine’s current date and time and time zone.
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Settings Description

[Date Setting] Enter the current date.

[Time Setting] Enter the current time.

[TIME ZONE] To automatically adjust the time of this machine using an NTP server, 

set the time difference between UTC and your local area in multiples 

of 30 minutes. [00:00] is specified by default.

[Daylight Saving]

To display : Utility key - [Admin Settings] - [System Settings] - [Daylight Saving] 

Select whether or not to apply daylight saving time settings.

To apply daylight saving time, enter the number of hours to move the clock forward to reflect 

daylight saving time. The current time is set forward to reflect daylight saving time.

[OFF] is specified by default.

[Auto Power OFF]

To display : Utility key - [Admin Settings] - [System Settings] - [Auto Power OFF]

It enables the system to automatically switch to the power-saving mode (Auto Power OFF) at a 

predefined time.

Settings Description

[Enable Settings] Select whether to use Auto Power OFF.

The default value depends on the region the machine is used in.

[Time Setting] Specify the time to switch to the power-saving mode. [20:00] is 

specified by default.

[RestrictUserAccess]

To display : Utility key - [Admin Settings] - [System Settings] - [RestrictUserAccess] 

Configure a setting to restrict user’s change or deletion operations.

Settings Description

[Changing Address] Select whether or not to allow the user to register or change 

destinations. [ALLOW] is specified by default.
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[List/Counter]

To display : Utility key - [Admin Settings] - [System Settings] - [List/Counter] 

Prints the job setting list of this machine and configure the paper count.

Settings Description

[Job Settings List] Prints a list of settings for [User Settings] and [Admin Settings] 

among others.

[Activity Report] Print a report that contains sending and receiving records.

[UserAcct Cnt Ls Pg] Print a report that contains counter information.

[Scan Comm Report] Prints a report that contains scan sending records.

[Copier Settings]

To display : Utility key - [Admin Settings] - [System Settings] - [Copier Settings] 

Configure each function used in the copy mode.

Settings Description

[Auto Img Rotation] Select the setting in which the image is to be automatically rotated if 

the original orientation is different from the paper orientation.

[APS/AMS] is specified by default.

[Reset Settings]

To display : Utility key - [Admin Settings] - [System Settings] - [Reset Settings]

Select whether or not to reset the functions and settings that are currently displayed when this 

machine has not been operated for a certain period of time.

Settings Description

[System auto reset] Select whether or not to reset all settings (except registered settings) 

when this machine has not been operated for a certain period of time.

[SystemAuto

Reset Tm]

Enter the amount of time that elapses until the selected function is 

reset. [1 min.] is specified by default.

[Priority Mode] Select a function that is to be displayed in preference after the 

settings have been reset.

[Copy] is specified by default.
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Settings Description

[Auto Reset] Select whether or not to reset all settings (except registered settings) 

for each of Copy, Fax, and Scan functions when this machine has 

not been operated for a certain period of time.

To reset them, set the amount of time that elapses before the 

settings are reset.

[1 min.] is specified by default.

[ExtMemFuncSettings]

To display : Utility key - [Admin Settings] - [System Settings] - [ExtMemFuncSettings] 

Specify whether or not to allow users to print or save files from or on USB memory.

Settings Description

[Restrict ScantoUSB] Select whether or not to prohibit saving on USB memory.

[ON] is specified by default.

[Print Document] Select whether or not to enable to print files from USB memory. 

[ON] is specified by default.

[Expert Adjustment]

To display : Utility key - [Admin Settings] - [System Settings] - [Expert Adjustment] 

Set the shade for a print image, and adjust correction for a defective print image. For details of 

settings, contact the service representative.

Settings Description

[Printer Adjustment] Adjust the print start position and defective print images.

[IMG ADJ THICK] Adjust the density of images that are printed on thick paper or 

envelops for each paper type and print color.

[AIDC Process] Correct the misalignment or tilt of scanning area caused by changes 

in the temperature or humidity in the machine to ensure high quality 

printing.

[PaperSeparationAdj] Adjust the paper separation position on each side of paper for 

2-sided printing.

[Color Regist Adj.] Adjust the print position with respect to each color if color shifts are 

detected in the print result.
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2. [Admin/Mach Setgs]

[Admin Registration]

To display : Utility key - [Admin Settings] - [Admin/Mach Setgs] - [Admin Registration] 

Register the name, E-mail address and extension number of the machine administrator.

Settings Description

[Name] Enter this machine’s e administrator name 

(using up to 20 characters).

[E-MAIL ADDRESS] Enter the E-mail address of this machine’s administrator 

(using up to 320 characters).

[Extension No.] Enter the extension number of the machine administrator

(using up to eight digits).

[Input Machine Addr]

To display : Utility key - [Admin Settings] - [Admin/Mach Setgs] - [Input Machine Addr] 

Register the machine’s device name and E-mail address.

Settings Description

[Device Name] Enter the name of this machine (using up to 10 characters).

The file name automatically assigned in scanning and sending 

incorporates the name specified for [Device Name].

[E-MAIL ADDRESS] Enter this machine’s E-mail address (using up to 320 characters).

This E-mail address is used as the E-mail sender’s E-mail address. 

To use the E-mail transmission function, you need to configure 

settings.
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3. [Address Reg List]

[Speed Address List]

To display : Utility key - [Admin Settings] - [Address Reg List] - [Speed Address List]

Print the list of one-touch destinations registered on this machine. After selecting the type of 

the one-touch destination (E-mail, fax, SMB, FTP, and WebDAV) to be printed, specify printing 

conditions, then start printing.

Settings Description

[Starting Dest. No.] Specify the registration number of the destination to start printing from.

[Number of Dest.] Specify the number of destinations you want to print.

[PRINT] Prints the list based on the conditions specified in [Starting Dest. No.]

and [Number of Dest.].

[Group Address List]

To display : Utility key - [Admin Settings] - [Address Reg List] - [Group Address List]

Print the list of groups registered on this machine. Specify printing conditions, then start printing.

Settings Description

[Starting Dest. No.] Specify the registration number of the destination to start printing from.

[Number of Dest.] Specify the number of destinations you want to print.

[PRINT] Prints the list based on the conditions specified in [Starting Dest. No.]

and [Number of Dest.].

[Program List]

To display : Utility key - [Admin Settings] - [Address Reg List] - [Program List]

Print the list of program destinations registered on this machine. After selecting the type of 

the program destination (E-mail, fax, SMB, FTP, and WebDAV) to be printed, specify printing 

conditions, then start printing.

Settings Description

[Address Book] Select this option to print programs with the address book being 

registered.
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Settings Description

[Starting Dest. No.] Specify the registration number of the program to start printing from.

[Number of Dest.] Specify the number of programs you want to print.

[PRINT] Prints the list based on the conditions specified in [Starting Dest. No.]

and [Number of Dest.].

[Group] Select this option to print programs with a group being registered.

[Starting Dest. No.] Specify the registration number of the program to start printing from.

[Number of Dest.] Specify the number of programs you want to print.

[PRINT] Prints the list based on the conditions specified in [Starting Dest. No.]

and [Number of Dest.].

[E-MailSub/TextList]

To display : Utility key - [Admin Settings] - [Address Reg List] - [E-MailSub/TextList] 

Print the list of E-mail subjects and message texts registered on this machine.
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4. [User Auth/Acct Trk]

[User Counter]

To display : Utility key - [Admin Settings] - [User Auth/Acct Trk] - [User Counter]

Use this option to check the number of pages for each user and to reset the counter.

To reset the counter, select the user to clear the counter for, then select [Restrict]. Selecting [Allow] 

to clear all users’ counters.

	 Note

		  -	 This setting is displayed when User Authentication/Account Track is enabled. User 		

				   Authentication / Account Track can only be configured using Web Connection. For details, 	

				   refer to Chapter 1 “Using Web Connection” in [User’s Guide Applied Functions].
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5. 	[ETHERNET]

[TCP/IP]

To display : Utility key - [Admin Settings] - [ETHERNET] - [TCP/IP] 

Configure the settings to use this machine in a TCP/IP environment.

Settings Description

[ENABLE] Select whether or not to use TCP/IP. [ON] is specified by default.

[IPv4 Settings] Assign an IP address (IPv4) to this machine.

[IP ADDRESS] When manually specifying the IP address, enter the fixed IP address.

[SUBNET MASK] When manually specifying the IP address, enter the subnet mask.

[DEFAULT 

GATE- WAY]

When manually specifying the IP address, enter the default gateway.

[IP Appl Method] When automatically specifying the IP address, select the method 

for automatic retrieval.

•  [DHCP] : [ON] is specified by default.

•  [BOOTP] : [OFF] is specified by default.

•  [ARP/PING] : [OFF] is specified by default.

•  [AUTO IP Settings] : Fixed to [Enable].

[IPv6] Assign an IP address (IPv6) to this machine.

[ENABLE] Select whether or not to use IPv6. [ON] is specified by default.

[DHCPv6 Settings] Select whether to automatically assign the IPv6 global address 

using DHCPv6. [Enable] is specified by default.

[AUTO SETTING] Select whether or not to automatically assign the IPv6 global 

address of this machine.

Selecting [Enable] automatically assigns the IPv6 global address 

based on the prefix length notified from the router and this 

machine’s MAC address.

[Enable] is specified by default.

[GLOBAL 

ADDRESS]

When manually specifying the IPv6 address, enter the IPv6 global 

address.

•  [IP ADDRESS] : Enter the IPv6 global address.

•  [Prefix Length] : Enter the prefix length of the IPv6 global address.

[GATEWAY 

ADDRESS]

When manually specifying the IPv6 address, enter the gateway 

address.
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Settings Description

[LINK LOCAL] Displays the link-local address that is automatically specified from 

the MAC address of this machine.

[DNS Host] Configure the DNS settings when a DNS server is used.

[DYNAMIC DNS] Select whether or not to enable the Dynamic DNS function.

When your DNS server supports the Dynamic DNS function, 

the specified host name can be automatically registered on the 

DNS server or changes can be automatically updated as long as 

[ENABLE] is selected. [DISABLE] is specified by default.

[ACCESS PER.] Select whether or not to specify an IP address that allows an 

access to this machine in order to perform an access restriction.

To specify the IP address, use Web Connection. For details, refer 

to Chapter 1 “Using Web Connection” in [User’s Guide Applied 

Functions]. [DISABLE] is specified by default.

[ACCESS REFUSE] Select whether or not to specify an IP address that rejects an 

access to this machine in order to perform an access restriction.

To specify the IP address, use Web Connection. For details, refer 

to Chapter 1 “Using Web Connection” in [User’s Guide Applied 

Functions]. [DISABLE] is specified by default.

[RAW PORT] Specify a RAW port required for Port9100 printing.

[ENABLE] Select whether or not to use the RAW port. 

[YES] is specified by default.

[HTTP]

To display : Utility key - [Admin Settings] - [ETHERNET] - [HTTP] 

Configure the settings on the HTTP server function of this machine.

Settings Description

[HTTP] Select whether or not to use this machine as the HTTP server. 

If you select [DISABLE], you cannot use Web Connection. 

[ENABLE] is specified by default.

[PSWC setting] Select whether to use Web Connection. 

[ENABLE] is specified by default.

[IPP] Select whether or not to use IPP.  

[ENABLE] is specified by default.
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[FTP]

To display : Utility key - [Admin Settings] - [ETHERNET] - [FTP]

Select whether or not to use this machine as the FTP server.

Settings Description

[FTP TX setting] Select whether to use the FTP transmission function of this machine. 

Selecting this option sends the scanned original data to the FTP server.

[ENABLE] is specified by default.

[FTP Serversetting] Select whether to use the FTP server function of this machine. 

[ENABLE] is specified by default.

[E-mail Settings]

To display : Utility key - [Admin Settings] - [ETHERNET] - [E-mail Settings] 

Configure the settings on the E-mail transmission function of this machine.

Settings Description

[SMTP] Select whether or not to send an E-mail from this machine. 

[ENABLE] is specified by default.

[SNMP]

To display : Utility key - [Admin Settings] - [ETHERNET] - [SNMP]

Specify whether or not to use SNMP (Simple Network Management Protocol). 

[Enable] is specified by default.

[BONJOUR]

To display : Utility key - [Admin Settings] - [ETHERNET] - [BONJOUR]

Specify whether or not to enable Bonjour when using this machine in the Mac OS environment.

Enabling the Bonjour function on this machine enables the computer to automatically detect this 

networked machine and display it as an addable printer in the list.

[ENABLE] is specified by default.
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[WSD PRINT]

To display : Utility key - [Admin Settings] - [ETHERNET] - [WSD PRINT]

Specify whether or not to use Web Service (DPWS: Devices Profile for Web Services).

Settings Description

[Printer Settings] Select whether or not to use the WS print function. 

[DISABLE] is specified by default.

[Scanner Settings] Select whether to use the WS scan transmission function. 

[DISABLE] is specified by default.

[Detail Settings]

To display : Utility key - [Admin Settings] - [ETHERNET] - [Detail Settings]

Configure the detailed network settings.

Settings Description

[Device Setting] Specify the network speed.

[SPEED/

DUPLEX]

Select the network speed according to your environment. 

[AUTO] is specified by default.

[SLP] Select whether or not to enable SLP (Service Location Protocol). 

[ENABLE] is specified by default.

[IEEE802.1X]

To display : Utility key - [Admin Settings] - [ETHERNET] - [IEEE802.1X] 

Select whether or not to use IEEE802.1X authentication.

To configure the IEEE802.1X detailed setting, use Web Connection. 

For details, refer to Chapter 1 “Using Web Connection” in [User’s Guide Applied Functions]. 

[Disable] is specified by default.
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6. [Printer Settings]

[Network Timeout]

To display: Utility key - [Admin Settings] - [Printer Settings] - [Network Timeout]

When this machine is connected via a network to the computer, change the communication timeout 

time if necessary.

[60 sec.] is specified by default.

[XPS ERROR PAGE]

To display: Utility key - [Admin Settings] - [Printer Settings] - [XPS ERROR PAGE]

Select whether or not to print error information when an error occurs while printing an XPS or 

OOXML (docx, xlsx, or pptx) file.

[Print] is specified by default.
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7. 	[Security Settings]

[Admin. Password]

To display : Utility key - [Admin Settings] - [Security Settings] - [Admin. Password]

If necessary, change the machine’s administrator password. Be sure to remember the changed 

password so that you do not forget it.

After entering a new administrator password, you need to enter the new administrator password 

again for confirmation.

[12345678] is specified by default.

[Security Details]

To display : Utility key - [Admin Settings] - [Security Settings] - [Security Details]

Restricts functions that are related to authentication operations and data management to enhance 

security.

Settings Description

[Password Rules] Select whether or not to enable Password Rules. Before enabling 

Password Rules, change the current password to the one that 

complies with the password rules.

[OFF] is specified by default.

Once Password Rules is enabled, the following rules are applied to 

any password that is configured on this machine.

• Only a password containing eight digits or more can be used.

• Passwords are case sensitive.

• A password consisting of a string of identical characters cannot 

  be used.

• The previous password cannot be used. 

The password rules are applied to:

• Administrator Password

• User Password

• Account Password

• Secured Job Password

• SNMP Password

[Initialize] Select RESTORE NETWORK, RESTORE PRINTER, and RESTORE ALL 

to carry out initialization.
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[EnhancedSecurityMd]

To display : Utility key - [Admin Settings] - [Security Settings] - [EnhancedSecurityMd] 

Select whether or not to enable the Enhanced Security Mode.

If you enable the Enhanced Security Mode, the various security functions are forcibly configured. 

This allows you to ensure higher-level security of data management.

To enable the enhanced security mode, the following settings must have been configured.

Setting items in Administrator Settings Settings to forcibly changed

[Security Settings] - [Security Details] - 

[Password Rules]

Select [ON].

[Security Settings] - [Admin. Password] Set a password complying with password rules.

Configuring User Authentication in Web

Connection

For details, refer to Chapter 2 “Configuring 

the Operating Environment of This Machine” 

in [User’s Guide Applied Functions].

In Web Connection, register the certificate. For details, refer to Chapter 2 “Configuring 

the Operating Environment of This Machine” 

in [User’s Guide Applied Functions].

If you enable the Enhanced Security Mode, the following settings are forcibly changed.

Setting items in Administrator Settings Settings to forcibly changed

[System Settings] - [RestrictUserAc- cess] - 

[Changing Address]

Set to [RESTRICT].

[User Auth/Account Track] - [General Settings] 

- [Public User Access] in Web Connection

Set to [Restrict].

[User Auth/Account Track] - [Print without 

Authentication] in Web Connection

Set to [Restrict].

[ETHERNET] - [FTP] Set to [DISABLE].

[Network] - [SNMP Setting] - [SNMP v1/v2c 

Setting] in Web Connection

[Write]: Set to [Disable].

[Network] - [SNMP Setting] - [SNMP v3 

Setting] in Web Connection

[Security Level] of the read and write user is 

set to [auth-password/priv-password].
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Setting items in Administrator Settings Settings to forcibly changed

[Security] - [PKI Settings] - [SSL Setting]

in Web Connection

• [Mode using SSL/TLS]: Cannot be 

   changed to none.

• [Encryption Strength]: Cannot be changed 

   to a setting in which the strength is lower 

   than [AES256, 3DES].

	 Note

		  -	 A setting that has been forcibly changed when the [EnhancedSecurityMd] was enabled 

				   will not be changed if you disable the [EnhancedSecurityMd].

		  -	 Once the password rules have been enabled, an item for which a password that do not 	

				   comply with the rules has been configured will result in authentication failure.

[MicroSD Setting]

To display : Utility key - [Admin Settings] - [Security Settings] - [MicroSD Setting] 

Manage this machine’s MicroSD.

Settings Description

[Overwrite All Data] Overwrite all data saved on all areas of the MicroSD Settings when 

disposing this machine.

	 Note

		  -	 To use this function, contact your service representative.
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